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(b) [Reserved]

[Amdt. 178–89, 54 FR 25031, June 12, 1989; 54
FR 28750, July 7, 1989, as amended at 55 FR
37065, Sept. 7, 1990]

§ 178.348–3 Pumps, piping, hoses and
connections.

Each pump and all piping, hoses and
connections on each cargo tank motor
vehicle must conform to § 178.345–9, ex-
cept that the use of nonmetallic pipes,
valves, or connections are authorized
on DOT 412 cargo tanks.

[Amdt. 178–89, 55 FR 37065, Sept. 7, 1990. Re-
designated by Amdt. 178–112, 61 FR 18934,
Apr. 29, 1996]

§ 178.348–4 Pressure relief.

(a) Each cargo tank must be equipped
with a pressure and vacuum relief sys-
tem in accordance with § 178.345–10 and
this section.

(b) Type and construction. Vacuum re-
lief devices are not required for cargo
tanks designed to be loaded by vacuum
or built to withstand full vacuum.

(c) Pressure settings of relief valves.
The setting of the pressure relief de-
vices must be in accordance with
§ 178.345–10(d), except as provided in
paragraph (d)(3) of this section.

(d) Venting capacities. (1) The vacuum
relief system must limit the vacuum to
less than 80 percent of the design vacu-
um capability of the cargo tank.

(2) If pressure loading or unloading
devices are provided, the pressure relief
system must have adequate vapor and
liquid capacity to limit tank pressure
to the cargo tank test pressure at the
maximum loading or unloading rate.
The maximum loading and unloading
rates must be included on the metal
specification plate.

(3) Cargo tanks used in dedicated
service for materials classed as corro-
sive material, with no secondary haz-
ard, may have a total venting capacity
which is less than required by § 178.345–
10(e). The minimum total venting ca-
pacity for these cargo tanks must be
determined in accordance with the for-
mula contained in § 178.270–11(d)(3). Use
of the approximate values given for the

formula in § 178.270–11(d)(3) is accept-
able.

[Amdt. 178–89, 54 FR 25032, June 12, 1989, as
amended at 55 FR 37065, Sept. 7, 1990; Amdt.
178–104, 59 FR 49135, Sept. 26, 1994. Redesig-
nated by Amdt. 178–112, 61 FR 18934, Apr. 29,
1996]

§ 178.348–5 Pressure and leakage test.

(a) Each cargo tank must be tested in
accordance with § 178.345–13 and this
section.

(b) Pressure test. Test pressure must
be as follows:

(1) Using the hydrostatic test meth-
od, the test pressure must be at least
1.5 times MAWP.

(2) Using the pneumatic test method,
the test pressure must be at least 1.5
times tank MAWP, and the inspection
pressure is tank MAWP.

[Amdt. 178–89, 54 FR 25032, June 12, 1989. Re-
designated by Amdt. 178–112, 61 FR 18934,
Apr. 29, 1996]

Subpart K—Specifications for
Packagings for Class 7 (Ra-
dioactive) Materials

§ 178.350 Specification 7A; general
packaging, Type A.

(a) Each packaging must meet all ap-
plicable requirements of subpart B of
part 173 of this subchapter and be de-
signed and constructed so that it meets
the requirements of §§ 173.403, 173.410,
173.412, 173.415 and 173.465 of this sub-
chapter for Type A packaging.

(b) Each Specification 7A packaging
must be marked on the outside ‘‘USA
DOT 7A Type A’’ and ‘‘Radioactive Ma-
terial.’’

[Amdt. 178–109, 60 FR 50336, Sept. 28, 1995; 60
FR 54409, Oct. 23, 1995]

§ 178.352 Specification 6L; metal pack-
aging.

§ 178.352–1 General requirements.

Each packaging must meet the appli-
cable requirements of § 173.24 of this
subchapter.

[Amdt. 178–35, 39 FR 45246. Dec. 31, 1974. Re-
designated by Amdt. 178–97, 55 FR 52716, Dec.
21, 1990]
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